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fratinn, Separation and

Detection Products

Pall Introduction

Pall Corporation is the largest and most diverse Itration and separation
company in the world, and the global leader in the development of
new lItration, separation, and puri cation technologies.

Pall filters and filter based devices are used in many laboratory applications
including:

4 Proteomics and Protein Chemistry Environmental Water QC
Chromatography Genomics
Sterile Filtration and Clari cation Laboratory Water
Venting and Gas Filtration Drug Screening
Analytical Sample Prep Microbiological QC
Air Analysis

.t‘—r-consumables and intrume

- Life Science
- Chromatography
- Microbiology
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Terms & Conditions

. L. e Pricing valid until 31/05/09 e Pricing does not include GST. ¢ Minimum order value $100.
Lomb) scientific « Prices quoted are correct at the time of printing and are subject to change without notice.
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GN-6 Metricel® MCE Membrane Disc Filters the GNIGIStere Fiters
. . . . . featured atthieradveriised
Certified 0.45 pm membrane for microbiological analysis price and recelVe-REIone
biackshandlerStainlessiSteel
. . Eercep worth $55; Quote
Quick Overview 51147 FREEWien

ordering

4 Mixed cellulose esters is the most accepted filter media for
microbiological analysis, and provides maximum recovery of
organisms.

4 Unique dot grid pattern gridline provides guidance for quantification of bacterial
colonies without growth inhibition or enhancement.

4 Suitable for microbiological analysis using the Membrane Filter (MF) Technique.
Each box contains a signed certificate for your permanent records.

4 Available in sterile, individually packaged S-Packs, autoclave packs,
or non-sterile packs.

GN-6 Metricel MCE Specifications
Filter Media: Hyrdrophilic mixed cellulose esters ~ Pore Size: 0.45um  Typical Thickness: 152um (6mils)

GN-6 Sterile Filters

Code 66068 | 66191 Forcep Features

Description | 47mm, grid, sterile 4 Tips have a flat, smooth surface to avoid

Unit Pk/1000 | Pk/2000 membrane filter damage.

Price $515 $917 4 Polypropylene finger grips provide a comfortable

and secure hold.
4 Steinless steel forceps

Ii::-] Full specifications available at:
www.lomb.com.au/GN6-Membrane-Disc-Filter.pdf

47 mm Magnetic Filter Funnels
b Unique magnetic seal allows easy, one-handed vacuum filtration of liquids S{ive 1_0% on
1 list price of
'b‘i Quick Overview Magneﬁc
?" | 4 No-leak magnetic seal allows one hand operation. Filter Funnels
iy 4 Polyphenylsulfone construction is compatible with anti-foaming
—‘* . agents and many other solvents.
5 _M._'I 4 Convenient. 150 mL size fits easily into small autoclaves, and 500mL size is ideal

for filtration of large samples.
4 Forceps access point allows easy filter retrieval.
4 Graduated at 50 mL increments for accurate sample measurement.

Mag Funnel

Mag Funnel Specifications

Dimensions: Code | Description Unit | List Price | You Pay
Overall Height: Maximum Diameter: 4247 | 47mm, 150ml capacity | Pk/1 $325 | $292.50
150ml: 17.8cm 150 & 300ml: 7.6cm 4242 | 47mm, 300ml capacity | Pk/1 | $357 | $321.30
300ml: 22.9cm 500ml: 8.9cm 47 200ml m
500ml: 19.6cm 4241 | 2IMM, SOOMICAPACHY | o1 | ¢34 | $345.60
with lid
. . 4238 | 47mm, 300ml capacity | Pk/1 $416 | $374.40
Filter Size

Full specifications available at:

Accepts 47mm filter W__‘J :
www.lomb.com.au/Mag-Filter-Funnels.pdf
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Chromatography Specials - .

SolVac® Filter Holder Purchase a
Simplifies clean-up and degassing of mobile phase solvents Solvac PlCEKEN

at the price advertised

Quick Overview and receive 25% off
the list price of any of

4 Durable plastic construction is less likely to break the Membrane Disc
than glass funnels, assemblies, or adapters. Filters featured.

4 Patented magnetic seal is reliable and leak proof.
Eliminates the possibility of membrane shifting or tearing which
can occur with aluminium clamps or threaded holders.

4 Reusable, chemically resistant polypropylene construction is resistant to common HPLC
mobile phase solvents such as methanol, acetonitrile, and tetrahydrofuran.

4 SolVac filter holder comes complete with 61cm feedline tubing, sinker, vacuum port
adaptor, thumb clamp, 2 membrane seal gaskets, and 2 seal gaskets

SolVac® Filter Holder

ﬁ Full specifications available at:
www.lomb.com.au/Solvac-Filter-Holder.pdf

Code Description Unit Sell Price
4020 SolVac Filter Holder Each $458

HPLC Mobile Phase Filtration Membranes

Membrane Disc filters are available in arange Features common to
of pore sizes and with varying properties all Disc Filters featured
;c;)bsot:;ttgrmde range of applications in the 4 47mm Diameter
y. 4 0.45um Pore Size
4 Pack size of 100
GH Polypro (GHP) Membrane Disc Filter
Filter Media: Hydrophilic polypropylene List Price | Your Price
Pore Size: 0.2 and 0.45um $249 *$186.75
PTFE for organics Membrane Disc Filter
Filter Media: PTFE on a polypropylene support . - .
Pore Size: 0.2 and 0.45um (135um). List Price | Your Price
$594 *$445.50
Nylaflo™ (Nylon) Membrane Disc Filter _
Filter Media: Hydrophilic nylon code 86602
Pore Slze: 0.2 and 0.45pm List Price Your Price
$255 *$191.25

FP Vericel™ (PVDF) Membrane Disc Filter
Filter Media: Hydrophilic polyvinylidene fluoride
(PVDF)

PTFE Membrane Filter

. Code 66480
Pore Size: 0.2 and 0.45um — -
List Price | Your Price
Supor® PES Membrane Disc Filter $249 *$186.75
Filter Media: Hydrophilic polyethersulfone
Pore Size: 0.1, 0.2, 0.45 and 0.8um Code 60173
List Price | Your Price
$244 *$183
% Full specifications available at: *25% discounted price ONLY applies when the membranes
i www.lomb.com.au/Membrane-Disc-Filters.pdf are purchased in conjunction with a Solvac® Filter Holder
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Life Science Specials - .
”“ ’r_

) e ) ) . 20% off
Protein Purification Centrifugal Devices Purification

Centrifugal Filters (Spin Filters) Devices

Spin filters are used for concentration, desalting, purification,
and diafiltration of biological samples. Concentration and separation
occurs at the molecular level with membrane being given a MWCO
(molecular weight cut-off) rating. The Nanosep and Microsep devices
also include a 0.2 and 0.45 ym membrane for separation of larger
components.

Pall’'s centrifugal devices provide efficient concentration and salt removal of
samples from 50puL to 60mL in just minutes.

Membranes have been developed to assure low non-specific
biomolecule binding and provide consistent, high recovery of target molecules -
typically greater than 90%.

o Save 20% off the list price
Pall Spin Filter Summary of the following spin filters:
Nanoseps & Nanosep M

Nanosep device < 0.5mL Microsep®, Macrosep® and Jumbosep®
Microsep device 0.5-3.5mL

Protein Purification
Centrifugal devices

Full specifications and pricing available at:

B cvize £l - el www.lomb.com.au/Spin-Filter-NanoSep.pdf

Jumbosep device 15 - 60mL www.lomb.com.au/Spin-Filter-MicroSep.pdf

www.lomb.com.au/Spin-Filter-MacroSep.pdf

www.lomb.com.au/Spin-Filter-JumboSep.pdf

. . Contact your
Laboratory Water Purification Systems local Lomb ofyce

Faster, consistent water purification with realtime quality monitoring for for details on
analytical applications special package

deals.
Quick Overview

Cascada™ systems employ Pall’s advanced water
purification technologies to achieve the highest purity water through
a series of separation and purification steps. The systems are designed
for bench top, under bench, or wall mounting. In total five systems
are available to meet varying individual needs.

Cascada™ System Summary

System Applications

Cascada™ System

- Cascada™ BIO Purification System  Life Science
_-'] Full specifications available at: ” . .
4 www.lomb.com.au/Cascada-RO.pdf Cascada™ AN Purification System  Analytical Labs
4 www.lomb.com.au/Cascada-Bio.pdf Cascada™ LS Purification System Life Science
4 www.lomb.com.au/Cascada-AN.pdf Cascada™ IX Purification System General Lab
4 www.lomb.com.au/Cascada-LS.pdf o S
4 www.lomb.com.au/Cascada-IX.pdf Cascada™ RO Purification System  General Lab
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